6709 G-000-303 .71

SUBMITTAL OF CHANGE PAGES FOR REVISION 0.3 OF THE
SITEWIDE COMPREHENSIVE ENVIRONMENTAL RESPONSE,
COMPENSATION, AND LIABILITY ACT QUALITY ASSURANCE
PROJECT PLAN

03/14/95

DOE-0710-95
DOE-FN EPAS
50

LETTER




6209

N Oepartment of Eneray

T _wms T ~ernaid Environmental Management Project
\?,] 4 P. O. Box 538705

N \\/ N Cincinnati. Ohio 45253-8705

D (513) 648-3155

RUTEES

WAR § & 1995
DOE-0710-95

Mr. James A. Saric, Remedial Project Director
-U.S. Environmental Protection Agency

Region V - 5HRE-8J
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Mr. Tom Schneider, Project Manager
Ohio Environmental Protection Agency
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Dear Mr. Saric and Mr. Schneider:

SUBMITTAL OF CHANGE PAGES FOR REVISION 0.3 OF THE SITEWIDE COMPREHENSIVE
ENVIRONMENTAL RESPONSE, COMPENSATION, AND LIABILITY ACT QUALITY ASSURANCE
PROJECT PLAN

This letter formally transmits the change pages corresponding to Revision 0.3
of the Sitewide Comprehensive Environmental Response, Compensation, and

Liability Act (CERCLA) Quality Assurance Project Plan (SCQ), Enclosure 1, for
your review and approval.

Revision 0.3 consists of changes made to the Glossary, and Appendices B, J,
and K. Theses changes reflect modifications in two field methods: 1) well
installation and 2) micro-purge sampling techniques. In addition, some minor
clarification was made to text supporting these two areas. A1l text changes
are reflected by shaded text in the change pages. The change to Appendix B
is the replacement of a figure illustrating well installation.

If you or your staff have any questions concerning this transmittal please
contact Randy Janke at (513) 648-3123.

Sincerely,
A '6ﬁ« Jack R. Craig |
FN:RCJanke Fernald Remedial Action
Project Manager

Enclosures: As Stated
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TERMINOLOGY (cont.)
n ment. The U.S. Department of Energy and the U.S. Environmental Protection

Agency entered into the Consent Agreement in April 1990; it was amended in September 1991.
The Consent Agreement, which specifies actions to be taken at the FEMP, includes defining
Operable Units (OU); conducting Removal Actions (RA), Remedial Investigations (RI), and
Feasibility Studies (FS); preparing Records of Decision (ROD); and implementing Remedial
Design (RD) and Remedial Actions (RA). The goal of the Consent Agreement is remediation
of the FEMP with oversight from the EPA. ‘

Contaminant. A contaminant is any physical, chemical, biological, or radiological substance
or matter that has an adverse affect on air, soil, or water.

Contractor. The contractor is the organizauon that the DOE has appointed to function in a
specific capacity at the FEMP and reports to the DOE or its designee. At the FEMP, the
contractor is the Fernald Environmental Restoration Management Company, a wholly-owned
subsidiary of Fluor-Daniel Incorporated. The DOE is utilizing the Environmental Restoration
Management Contractor concept at the FEMP.

Data Package. See Sampie Delivery Group.

. Data Qualifiers. Data qualifiers are specifically defined letters, groups of letters, and symbols
used by data validators to qualify the useability of data.

Designated FEMP Quality Assurance Organization. The quality assurance group of the

ERMC is designated by DOE to be responsible for oversight of QA functions of contractors and
subcontractors on-site. The designated FEMP Quality Assurance Organizatdon may utilize
Quality Assurance Resources of other contractor and subcontractor organizatons to fulfill its
duties.

Designee. A designee is an individual designated to perform a function in place of the defined
responsible individual. The delegation of authority to a designee must be documented in the
project record and must include the scope and length of time the delegation is in effect.

Deviation. A deviation is any departure from a specified requirement; it is used
interchangeably with nonconformance. It can be a condition in which a characteristic of an item
does not conform to prescribed limits, a required document is not available or is inadequate, a
regulatory requirement was violated. or a procedure does not yield desired results.
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TERMINOLOGY (cont.)

Duplicate. A duplicate may be a second analysis (or count) of the same sampie (duplicate
analysis) or identical analyses of two sampies that were obtained from a single sampie (duplicate
sample). ‘
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TERMINOLOGY (cont.)

‘Laboratory Project Manager. This individual is empioyed by a iaboratory and is responsible
for overseeing the analysis and reportng of all samples from FEMP for a particular program
or project. The laboratory project manager is also responsible for day-to-day liaison with the
FEMP project contact. )

Leachate. Natural leachate is liquid that has percolated -through solid waste and dissoived
soluble components, and any liquid, including any suspended components in the liquid, that has
percolated through or drained from waste materials. In a laboratory setting, leachate refers to
the resuit of TCLP extraction. .

Losing Stream. A losing stream is influent with respect to groundwater (i.e., there is a net
loss of stream water to the groundwater svstem). The hvdraulic head of the stream surface has
a greater potential than the surrounding groundwater environment. so the stream water
contributes recharge to the aquifer.

Lower Limit of Detection. The LLD is the minimum count rate that can be routinely detected
(radionuclide analyses).

Matrix Spike. The matrix spike is a known concentration of a spiking substance that is
introduced into a sample to provide information about the effect of the sample matrix on the
digestion and measurement method and on the accuracy of the resuit.

Method Blank. A method blank is prepared with the same reagents and put through the same
" processing as the sampies.

Minimum Detectable Activity. The MDA is the smallest quantity of a radionuclide that can
be detected in a sample with a 95 percent confidence level. .

Monitoring Well. This is a well installed in a selected location and screened at a specific depth
to allow monitoring of chemical and hydraulic parameters of the groundwater and aquifer.
Wells are sequentially numbered and designated by the first digit in the well number according
to the hydrogeologic zone in which they are screened. Type 1 wells are screened in the glacial
till. Type 2 wells are screened across the top of the Great Miami Aquifer. Type 3 wells are
screened in the general middle of the aquifer. Type 4 wells are screened ten feet above
underlying bedrock.
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TERMINOLOGY (cont.)

National Priorities List. The EPA’s list of the most serious uncontrolled or abandoned
hazardous waste sites identified for possible long-term remedial response using Superfund. The
list is based primarily on the site’s Hazardous Ranking System score. The FEMP was added
to the NPL in 1989.
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TERMINOLOGY (cont.)

Stream. A stream is any body of flowing water or other fluid.

Subcontractor. A subcontractor is an individual or organization that performs a service for
the FEMP while contracted to the ERMC.

Surface Water. Surface water is open to the atmosphere and subject to surface runoff.

- Surveillance. Equivalent to an EPA performance audit, a surveillance is a spot check of
program implementation to determine conformance to specified requirements.

Teflon. Teflon is a fluorocarbon plastic manufactured by the DuPont Corporation. In this
document, teflon refers to any fluorocarbon piastic.

Tracer. A tracer is a small quantity of a (usually) pure radionuclide, different than those of
interest, but expected to behave similarly (i.e., is added to a sample to determine the effect of
processing and to derive a correction factor if necessary)

Tremie Line Method of Grouting. The tremie line method involves inserting grout into a
borehole to ensure that there are no void spaces. A hose or pipe is inserted into a borehole to
within five feet of the bottom of the opening. Grout is pumped through the hose or pipe. As
the borehole fills, the tremie line is retracted at approximately the same rate as the hole is
filling. :

Unconfined Aquifer. Also calied water table aquifer, an unconfined aquifer has no confining
beds between the zone of saturation and the surface.

Unsaturated Zone. The unsaturated zone is between the land surface and the water table. It
includes the root zone, intermediate zone, and capillary fringe. The pore spaces contain water
at less than atmospheric pressure. as well as air and other gases. Saturated bodies, such as
perched groundwater, may exist in the unsaturated zone.

Waste stream. This is a term used to describe waste leaving a facility or operation.
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APPENDIX J
FIELD ACTIVITY METHODS

J.1 PURPOSE
This appendix prescribes field methods for producing data in compliance with DOE and EPA
requirements and meeting Data Quality Objectves (DQOs) for the FEMP.
J.2 SCOPE
~ General procedures for field acuvities are provided in subsection J.4 as follows.
° Daily Logs (paragraﬁh J4.1)
° General Drilling Practices (paragraph J.4.2)
®  Well Design, Construction, and Abandonment (paragraph J.4.3)
° Well Development (paragraph J.4.4)
] Geophysical Surveys (paragraph J.4.5)
° Aquifer/Permeability Testing (paragraph J.4.6)
° Well Maintenance (paragraph J.4.7)
Additional procedures may be provided in the Project-Specific Plans (PSPs) to provide
detailed instructions applicable only to the specific project.
J.3 RESPONSIBILITIES
J.3.1 FEMP Project Manager
The FEMP Project Manager shall be responsible for safe and prompt completion of project
activities and for securing permits required by state, local, or on-site authorities.
- Underground and above-ground utilities shall be located and avoided to protect drilling

operations personnel from danger. Copies of permits and other applicable documentation
shall be posted on site whenever drilling operations are being conducted.
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J.3.2 Geologist In Charge

The geblogist-in-cha.rge shall be responsible for preparation of subsurface boring logs that
shall be generated for each boring, for complete and accurate generation of a daily log of
project activities, and for preparing lithologic logs in the field.

J.4 PROCEDURES
J.4.1 Daily Logs

A daily log is a written record of activities and measurements condacted in the field by a
team on a given date and may include daily field activity logs, boring logs, well-construction
logs, media-specific sampling logs, photographs, and sketches. The log shall be in a bound
book with printed, sequentially numbered pages or on sequentially numbered, printed daily
log forms as specified by the PSP.. ' '

J.4.1.1 Daily Log Entries. The geoiogist-in-charge is responsible for entries in the daily
log, which shall include, but:not the following information as applicable.

o Subject of field acuvity

° General work activity

] Unusual events

o Changes to plans and specifications

° Visitors on site

° Time, depth, and identification number of samples
e Chain-of-custody tracking number

® SurQeillance observadons and findings
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° Calibration checks
° Subcontractor progress and specifications
o Communication with reguiatory agencies or others
o Weather conditions
J.4.1.2 Lithologic I0gs. The geologist-in-charge is responmble for prepanng lithologic

logs in the field that provide the following information af

° Footage drilled

° Materiais penetrated

° Depth to significant changes in lithology

° Samples collected (identified by depth, sampk; number, and collection method)
° Qualitative degree of saturaton of each sampie

L Depth to saturated zones and potential confining beds

®  Fluid losses |

° Surface casing used and method of instaliation

° Zones of unusual pressure gradients

An exampie of a lithologic log form is provided in Form J-1 in Appendix B.

J.4.1.3 Types of Field Activities. Daily entries in logs shall inciude, but not be limited
to, the following types of field activities as applicable to the project.

e Footage drilled

° Materiais used

L Sample coilection start and completion times
° Samplies collected

L Description of sampies

o Bottom casing depth
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®  Surveys conducted

e  Decontamination activities
L Well construction
. Aquifer testing

° Specxal activities

o Well installation activities

° Unusual occurrences

J.4.1.4 Daily Log Compietion. The following procedures shall be performed.

3. Identify photographs with project number, date and time taken (usmg 24-hour time),
and a brief description on the back.

4, Place identified photographs in an album in easily retrievable fashion and file.
NOTE

Information in actvity-specific logs shall not duplicate other
required documentation but rather support it.

5. As part of the daily log, generate activity-specific logs (e.g., subsurface boring logs,
water sampling logs, sediment sampiing logs) to document field conditions.

J.4.1.5 Filing Requirements. The following documentation of field activities shall be

filed as indicated. These copies will provide adequate documentation of work activities if
originais are destroyed, lost. or stolen.

GLUOLS
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L Send photocopies of daily log entries to the FEMP project manager or representative
and others as required at least weekly.

2. Maintain originals of field records in the project central file. Keep photocopies of
“bound books in the central ﬁleunulthe book is compiete and entered in the file
system. -

3. During performance of field program, maintain copies of field records in FEMP
project manager file.

J.4.2 General Drilling Practices

The number, location, depth of borings, type of sampling and testing required are dependent
on intended use of the data. The type of drilling method selected for a particular project at
the FEMP depends on the intended use of the borehole and sampies coilected. Ability to

acquire data of sufficient quality for intended use and personnel heaith and safety are primary
factors considered when selecting a drilling method.

Guidelines for determining a pamcular drilling method shall be prw:nted in PSPs. The
FEMP project manager is responsible for determining that the drilling technique used is
appropriate for site conditions and project objectives. The chosen drilling method shall
reflect the FEMP policy of waste minimization. Drilling methods that may be selected

include, but are not limited to, the following.

o Hand augering (to 8 ft. or less below the ground surface)

® Rotasonic

® Cable-tool

° Hollow-stem auger
L Drive casing

° Spin casing

° Direct mud rotary

® Air rotary with casing driver

. Air rotary with swing-out, under-reaming bit and casing'advancer
L Reverse-air or mud rotary

Drilling operatons shall be conducted as follows. :
0G004L3
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L. Decontaminate drilling equipment before each use as specified in Appendix K to
prevent contamination of the borehole and after each use to prevent off-site transport
of contaminants.

2.  Minimize introduction of contaminants into the environment and spreading of
contaminants between zones.

3. Set surface casing when a potentially contaminated zone is drilled prior to reaching
the target zone.

contamination is mdumed m past experience or during screening.of sampies while
drilling, grout surface casings in place and make them part of the permanent
installation. The borehole diameter shall be at least four inches larger than the
diameter of the surface casing to allow for an adequate grout s&l See-Sectic

5. In outlying areas not suspected of being contaminated, advance large diameter
temporary casings as necessary for bore-hole control.

6. . Minimize production of fluids, cuttings, and other waste by using above-ground mud
pits, drums, or plastic-lined structures for containment of drilling fluids and cuttings
uniess otherwise specified in the PSP.

NOTE

The FEMP potable water system is the approved wan:r source
for FEMP drilling operations.

7. Use only an approved water source during drilling operations.
NOTE

The use of additives in drilling fluids is discouraged except in
unusual circumstances. '

8. If an additive is to be used, obtain prior approval from the FEMP project manager. ,

9. Analyze a sample of the additive for parameters of interest, and review analysis
results for potential impact on objectives of the data-coilection program.

10.  Collect cuttings or core“samples at frequency specified in the PSP in accordance with
the requirements for subsurface soii sampling in Appendix K.

0UGOLE
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The geologist-incharge shall include in the daily log the informarion specified in paragraph
J.4.1.2 and prepare lithologic logs in the field that provide the required information.

~ J.4.2.1 Borehole Abandonment. The objectves of borehole abandonment include:

Approval of PSPs and acquisition of penetration permits will imply approval to plug and
abandon soil borings immediately after sample collection. No additional abandonment
permits are required. Borehole abandonment shall be completed as soon as possible
following completion of sampling objectives. Precautions will be taken to mechanicaily
secure the borehole during work stoppages of more than two hours.

J.4.2.1.1 Hand Au Boreholes. Hand augered boreholes will generaily be limited to
four inches or less in diameter and eight feet or less below the ground surface, depending on

physical location and lithologic materials present in the subsurface. The followmg
procedures shall apply when abandoning a hand augered boring.

1. For borings no greater than one foot deep, backfill and compact in-situ materials not
used for sampling and re-grade using a shovel or trowel with surrounding materials to
complete the backfill.

2. For consohdated materials, attempt to remove ail loose or caved-in materials using a
aliger/biicket. For unconsolidated materials, allow collapsing and caving to
occur and attempt to tamp loose material toward the bottom of the hole with the
auger/bucket assembly.

GGOOLS
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in-situ surface materials.

J.4.2.1.2 Rig Drilled Boreholes. Rig drilled boreholes are generaily conducted at depths
greater than eight feet, but may be used at any depth when projects require large diameter
borings. Procedures for abandoning borings greater than ten inches in diameter will be
specified in PSPs; for rig-drilled borings of ten inches or less, the following procedures shall
apply.

1. Volclay grout shall be used for plugging uniess otherwise specified in the PSP.

2. For boreholes completed in dry, stable materiais, drill augers and casings may be
removed and grout inserted from the bottom of the hole using a tremie line.

Boreholes will be filled with Volclay grout to within six inches of the surface. After
allowing the grout to settle (about 24 hours), the remaining open hole will be marked
with a steel pin and filled with ¢ ‘

J.4.3 Well Design, Construction, and Abandonment

For clarity, the term "well” shall inciude groundwater sampling points such as four-inch
diameter monitor wells, above-ground and surface-finished piezometers, and former
production wells.

The FEMP project manager is responsible for locating wells and for selecting the appropriate
portion of an aquifer so that project objectives defined in the PSP are met. The geologist-in- -
charge is responsible for overseeing well mstallatmn in the field and for properly

documenting constmcuon detmls """""" : " » S po

The following procedures are required to ensure qualify control of well design and
installation and successful compietion of field drilling investigations for hydrogeoiogical and
future water quality informadon.

ou00LS
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J.4.3.1 Well Design. Use the following materials for construction of wells.

1. Use 316 stainless-steel weil casing with flush-thread joints below the water table.

H

NOTE

Use of glues or soivents is prohibited.

2. Use schedule-40 PolyVinyl Chloride (PVC) or 316 stainiess-steel casing with flush-
thread joints for piezometers and above the water table in wells if preferred. The

casing type selected depends on the presence of known or suspected contaminants and |
the proposed depth.

3. Use two to fifteen-foot sections of commercial wire-wound stainless steel screens with
flush-thread joints compatible with the well casing (minimum three square inches open
area per foot of screen). Determine size of screen openings based on effectxve gmm

sm: of momtored zone and ﬁlter pack size suggested by Aller ( 1989)

NOTE

Screen openings shall be capable of catching between 85 and
100 percent of filter pack materiais to allow accurate
measurement of hydrauiic properues, minimize turbuience
during sampie coilection, and optimize capacity to deveiop the
well completely and efficiently. Slotted or wound PVC screens
with flush-thread joints compatible with the well casing may be
used in piezometers. However, hydraulic data collected from
piezometers shall be carefully evaluated to determine whether
measurements are representative of the aquifer or of well
materials.

4, Use well-sorted quartz sand for filter pack material.
'NOTE

Selection of filter pack grain size is a functxon of gram size
_ dxstnbuuon in thc‘:.namml rmation afid ; e

OLOOL?




APPENDIX J

FERNALD ENVIRONMENTAL MANAGEMENT PROJECT Revision 0.3
® QUALITY ASSURANCE PROJECT FLAN e DRAFT 12/01/94
Page 10 of 35

NOTE

Typically, graded sand meeting requirements of American
Society for Testing and Materiais C-33 for fine ‘aggregate
(concrete sand) is sufficient.

Describe each filter pack sample in terms of lithology, grain size distribution, and
source (company where purchased, lot number; and pit or quarry of origin). Place
description in project files.

overlymg filter pack sml consisting of bentonite pellets or bentomte grout f

screenedacross the water table. Use peilets one-quarter to one-haif inch in diameter.
Reoord brand name and lot numbers of bentonite in project files.

Annular grout must conmst of a slurry of hxgh-sohds bentomte (e.g., Volclay) nnxed
g -
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12.  Reserve a sample of each type, brand, and size of backfill material used during the
project for potential analysis of contaminants of interest.

J.4.32. Well Construction. Immediately (within 8 hours) after drilling is complete and
the borehole has been cleaned of cuttings, construct well as follows.

Place desired length of screen and casing inside open borehole, temporary casing, or
hollow-stem augers.

3: Place filter pack in annular space between screen/casmg and temporary casing or
augers by the tremie line method as follows.

a. Insert a small diameter pipe to the desired depth.

b. Fill annular space by pouring the sand filter pack in place through the tremie
pipe. |

e

Raise the tremie pipe so that it remains 0.5 to 3 feet above the top of the fiiter
pack.

Make periodic measurements to check uniform placement of filter pack.

Record depth to top of filter pack to nearest 0.1 foot.

6; Remove temporary casing gradually and install backfill materiais so that bottom of the
temporary casing is kept below the top of backfill material.

Backfill glacial drift wells and wells screened across water table of the regional
aquifer (Type 1 and Type 2 wells) as follows.

a. Install a filter pack to a height of two to five feet above the screen.

b. Place a five-foot sodium bentonite pellet piug on top of filter pack.

d. Install a high-solids bentonite slurry from the top of bentonite plug to within
(GSIHB S
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30 inches of the land surface by side-discharge tremie line method.

8  Backfill wells screened in the middle and at the bottom of the regional aquifer (Type
3 and Type 4 weils) as follows.
a. Install a filter pack to a height of approximately three to five feet above the

b. If a coarse filter pack is used, place approximately three feet of 60 mesh or
finer sand on top of the filter pack.

c. Place a high-solids bentonite grout to within 30 inches of ground surface using
' a side-discharge tremie line method.

9: For above ground completions, finish top of well casing with 24 to 30 inches of

casing stickup, a vented stainiess-steel cap, or an airtight cap and vent hole not more
than six inches from top of casing.

:  Finish ground-flush compietions with an airtight cap.

File a notch approximately one-quarter inch deep at top or each well casing, measure
elevation of base of notch. and refere_nce each water-level measurement to the
elevation. : '

Install the following minimum protection around wells.
a. Ground-flush installations
(1) Ensure that completions are either water tight or free-draining
(containing a drainage laver of coarse sand at the bottom of the flush-
mount box).

(2)  Provide a well cap with lock.

3) Install a protective cover secured with boits that prevent precipitation
from entering the protective casing.

©) Install manhole-type boxes large enough to accommodate the well
casing, well cap, and a lock.

0UGGZ0
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b. Above-ground installations

(1)

(2)
@)
)
(5)

(6)

Use a five-foot-long black iron pipe, minimum one-quarter-inch thick,
and at least four inches greater in diameter than the well casing as a
protective casing.

Place well casing within four inches of top of protective msmg

Fit protective casing with a hinged cap, hasp, and lock.

Drill a drain hole in the oversieeve one foot above land surface.

Place a mixture of cement, sand, and potabie water in a ratio
approximately 1:4:0.5 (by weight) between well riser and outer
protective casing to a height just below the drain hole to allow water
entering the annulus to drain.

c. All installations

M

10

Paint protectwe czsmgs w1th h1gh-v1s1bxhty orange pamt
Mark well location on well protector in three places as follows.
L On inside of cover with enamei-type paint

® Welded, stamped, engraved, or permanently painted on top of
locking cover or flush-mount cover

° 'Engraved or marked with indelible marker on outside of weil |
cap.
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NOTE

Guardposts are necessary in high
tmfﬁc areas, where vegetanon or

(3)  Guardpost installation shall be structuraily independent of any concrete
surface seal. The guardposts shall be steel, filled with concrete or I-
beams, and located radially around the well at four-foot intervais. . The
posts shall be driven into the ground, requiring no excavation. They
shall be set four feet below the ground surface and approximately three
feet above the ground surface.

Regrade with drainage away from well head, and restore disturbed driiling areas to as
close to original condition as possible. :

NOTE
Well completion logs shall be graphically and
. descriptively accurate and shall contain

information pertinent to the specific well that the
log represents.

13  Prepare a well completion log containing quality items consistent with form J-2,
Appendix B, including the following.

- e A sketch of each well installation showing the following.
o Bottom of the boring by depth from surface grade
. Screen location
; Granular backfill, seals, grout, and cave-in
° Centralizers if used
o Top of riser relative to ground surface
J Details of well protection and above-ground compietion

K Composition of grout, seals, and granular backfill

o Screen length, slot size (in inches), and slot configuration (wound or machine
slotted)
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J.4.3.2.1 Cold Weather Concrete Placement, The following conditions shall apply to the

placement of concrete for monitoring well pads when temperatures are below 45° F.

®  The use of salts and chemicals to effect cold weather placement shail not be

®  Allice, snow and frost shall be completely removed from surfaces that will be
in contact with concrete before the concrete is placed.

] Concrete shall not be placed on a frozen subgrade or on a subgrade that
contains frozen materials. If placements are to be made during freezing
‘weather (32° F or less), the ground upon which the concrete is to be placed
shall be heated for 12 hours at a minimum before any concrete is placed.

Bladder-type sampiing pumps
Submersible irﬁpellcr-type purge pumps
Submersible piston-type purge pumps
Packers

Hoses

Water-level measurement equipment

The following procedures apply when installing, maintaining, and using dedicated sampling
equipment.

NOTE

Equipment that requires special handling, shall be installed and
maintained only by manufacturer-trained personnel.

Dedicated sampling equipment is not to be removed from the well except for when .
maintenance is to be performed on either the sampling equipment or the well. Store
designated sampling equipment, such as bailers, in the well casing between uses or
pull it from the weil and store it in a designated storage structure. If stored outside
the well, identify the equipment by number of its designated well.
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2. Decontaminate equipment removed from a well as specified in Appendix K prior to
re-installation.

NOTE

Maintenance may inciude decontamination to remove mineral
precipitation or biological growths.

3. Perform maintenance as specified by manufacturer or, if specifications are not
available, on a set schedule based on past usage or when performance is declining.

J.4.3.4 Well Abandonment. The reasons for well abandonment include the following.
® | Elimination of physical hazards
L Prevention of groundwater contamination
° Conservation of aquifer yield and hydrostatic head
e Prevention of intermixing of subsurface waters
e  Compiiance with reasonable property owner requests
° The well is no lohger necessary to support FEMP proje;t activities

° "The well, for whatever reason, does not yield groundwater data representative of
conditions in the monitored hydrogeoiogic zone

Specific well abandonment procedures depend on the conditions encountered at the weil site.
Individual procedures will be incorporated into the PSP. However, the following guidelines
shall be taken into consideration when abandoning a well.

1. Complete a Well Plugging Abandonment and Request Form (Form J-3, Appendix B)
prior to plugging and abandoning each well. Complete a well plugging and
abandonment form after the completion of each plugging and abandonment activity.

2. If the well is to be abandoned with the casing and annuiar fill left in place, adequate
evidence shall be provided in the PSP to prove that cross-contamination is not
occurring or will not occur.

3. If weil casings and screens must be removed for an adequate seal, remove them by
pulling or overdriiling prior to grouting the borehoie.

a.  If casing is to be overdrilled, the outside diameter of the drilling tool shall be
at least as large as the original borehole.
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b. If the screen and casing must be removed, continue overdrilling to bottom of

original borehole, removing all annuiar fill materiai, before grouting.

| 4. Calculate the volume of grout needed to fill the borehole to a depth of 30 inches
~ below grade.

5. Before removing the well casing and screen, first insert grout and then pull the casing
to reduce borehole collapse and bridging below the well bore.

6.  Place grout in the borehole, using the tremie method, from the bottom to the top.

7. Measure the actual volume of grout added. If significantly more grout is added than
that calculated in step 5 (25 percent), stop grouting and consult the FEMP project
manager. ' '

8. Allow clay slurry grout to settle for 24 hours. If using cement grout, allow it to
harden for 24 hours.

9. Use a concrete plug to fill at least the uppermost 30 inches of the borehole.

10. ‘Inse.rt a metal pin to mark the abandoned well site.

11.  Record materiais used and materials removed from the borehole.

12.  Dispose of removed material as specified in the PSP for weil abandonment.
J.4.4 Well Developinent

Wells shall be developed to yield accurate aquifer test results and groundwater samples
representative of aquifer conditions. Well development may be conducted using bailers,

submersible pumps, bladder pumps, or peristaitic pumps. Surging techniques using
surgeblocks are recommended in relatively high-yield aquifers. Excessive drawdown must be

POl

avoided, redicé the purge rate if necessary.

The FEMP project manager shall specify the well development method in the PSP where
sufficient historical data exists to make an informed decision. Where historical well
development data are lacking, the well development method shall be based on observed
aquifer response during drilling.
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The following procedures apply when developing a well.

L.

Decontaminate equipment and materials used for well deveiopment as specxﬁed in
Appendix K before each use.

Deveiop well as soon as possible after wéll installation, but no sooner than 48 hours
after grouting is compieted.

Continue development until the water is visually clear and temperature, pH, and
specific conductance have stabilized.

At a minimum, use the following well procedures.

a. If the boring was made without use of drilling fluid water, remove five times
the standing water volume in the well (water in weil screen and casmg plus
samurated filter pack).

b. If recharge is so slow that required amount of water cannot be removed in a
reasonable amount of time, or the water remains discoiored, or it contains
visible particulates after the five-volume removal, contact the FEMP project
manager or representative for direction to use an a.lmaxe procedure based on
recommendation of the field repmtanve

c.  If it appears necessary to add water to the well to assist development, obtain
written approval from the FEMP project manager before proceeding.

NOTE

Do not use chemicals (e.g., dispersing agents.
disinfectants, or acids) during well development.

- d. If the boring was made or enlarged using drilling fluid (water), remove five
times the measured amount of total fluids lost while drilling plus five times the
standing water volume. If slow recharge, discolored, or partculate-laden
‘water is a problem, proceed as in step b.

CULUU
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7.
a. Well designation (location ID)
b. Date of well installation
c. Date and time of well development (start and finish)
d. Static water level before and after development
e. Quantity of water removed and time of removai
f. Depth to bottom of the well inside the casing before and after development
g. Physical character of removed water including changes during development of
' temperature, turbidity (nephelometric turbidity unit [NTUTJ), pH specific
conductance, color, and odor at regular intervais
h. Physical characteristics of removed sediments including lithology and grain
size
i. Descriptions of equipment used including type and size/capacity of pump
and/or bailer used
j Description of surge techniques used
J.4.5 Geophysical Surveys

Geophysical methods shall be chosen based on project objectives. See Environmental
Protection Agency (1987) for a brief description of commonly used methods.

Specific techniques for conducting geophysical surveys by borehole logging or surface
methods shall be provided in the PSP based on the following guidelines.
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J.4.5.1 Borehole Geophvsical Logging. Borehole geophysical methods are used to
acquire information about subsurrace geological characteristics such as the foliowing. -

®  Formation breaks

o Thickness of individual beds

L Porosity

o Nature of borehoie and formau'ori fluids

o Identification of high-permeability zones

o Depth of penetration of drilling fluids

° Borehole size

A minimum of one quality controi duplicate run shall be made with each tool used on each
project where borehole geophysical logging is specified. When performance of the logging
operation has met project objectives, the geophysical team leader shall sign and date
completed logging forms (step 4).

The following procedure applies generally to geophysical surveys and logging of activities.

1. Clean and decontaminate downhole toois and cables prior to downhole loggmg
operation and between each borenole as specified in Appendix K.

2. Calibrate logging equipment and provide the FEMP project manager with applicable
documentation before and after survey calibrations.

3. Properly clean and decontaminate logging equipment at conclusion of operation.
NOTE

The FEMP project manager or representative shall ensure that

specified originals and copies of logs are placed in project files.

The team leader shall record progress of logging activities.
4. Complete applicable forms and record unusual occurrences in the daily log as follows.

. a. Include remarks on the log header.
b. Identify the log run on the log header.

c. Enter logging speed. length of tool and resolution, borehole identification. and
team member names on the log header.
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d. Mark each curve on the log using a unique line format for every curve.

e. Mark the vertical scale in feet and record total depth of the borehole at the
bottom of the log.

f. Identify and graduate the horizontal scale for each log run, labeling a
minimum of every ten grid spaces horizontally on the log.

5.  Transfer copies of data to the FEMP project manager or representative for
distribution, analysis, and archiving. Transmit magnetic recordings generated during
the course of downhole logging along with resuits of logging runs immediately.
(Recordings shall be in a format specified by the FEMP project manager or designee.)

J.4.5.2 Surface Geophysical Surveys. Surface geophysical methods provide subsurface

informarion without the need for excavation. Information that can be obtained includes the

following.

° Delineation of contaminant plumes

° Identification of high-permeability zones

7

° Location of disposal areas

] Location of subsurface anomalies

° Identification of subsurface utilities and stratigraphic data

The PSP shall specify the geophysical method and instruments to be used, grid spacing, time
frame for survey, information desired, and frequency of duplicating lines for quality control
purposes.

A minimum of five percent of the total linear distance of the survey shall be duplicated.

Provisions for verifying interpretations through use of borings or excavations shall be
included in the PSP.

The following general procedures are applicable for surface geophysical surveys.

1.

2.

Operate instruments as specified in manufacturer instructions or in the PSP.

If manufacturer instructions are not used, provide justificadon for this variance as
specified in Section 15.

0LLO%




APPENDIX J

FERNALD ENVIRONMENTAL MANAGEMENT PROJECT Revision 0.3

® QUALITY ASSURANCE PROJECT PLAN o DRAFT 12/01/94
Page 22 of 35

0 Times of breaks in activity

e Temperature variations

6709 - .

Provide the fbllowing information on project-specific logging forms.
° Date of activity o

o Times survey was begun and finished

) Descriptions of variation from an established line caused by topography or |
vegetation; crossing of drainage features; crossing of swampy areas; |
instrument settings, calibrations, or maifunctions; and operators.

J.4.6 Aquifer/Permeability Testing

A decision to conduct an aquifer test for each project shall be made in accordance with

guidelines in the PSP. Guidelines for determining test type, location, and objectives for each
project shall also be specified in the PSP. Every aquifer test should be considered unique.

Following are requirements for hydraulic tests to characterize certain properties of
hydrogeologic units (e.g., hydraulic conductivity, transmissibility, and stomblhty) Data
obtained during field hydraulic tests may include the following.

Static water level

Pumping weil water discharge rate or volume of water dispiaced
Drawdown or pressure vérsus time data for pumping and .monitoxing wells
Water temperature, pH, and specific conductance

Test interval

J.4.6.1 General Test Procedure. The following general procedure shall be performed in
addition to procedure specified in the PSP.

1.

Use equipment specified in the PSP based on approximations of the properties of
interest from previous drilling and testing data. )

Record the following information as applicable for each test.

° Type of test (e.g., slug test, specific-capacity test)
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| Type of data recorded (e.g., recovery or drawdown)

° Test well identification

° Identification and relative position of observation wells including a dxagmm
° Depth and length of screened or open interval

° Diameter of Both well casing and boring

° Known or estimated thickness of the aquifer

] Static water level

o Start and wﬁpleﬁon tumes of test

° Start and completion times of pumping if applicable

o Drawdown versus time measurements

° List of equipment used including pumps, hoses, slugs transducers, data
loggers, and water level measurement devices

° Weather conditions inctuding duration and intensity of precipitation
° Testing personnel

3. Maintain complete original test records in project files and make copies available to
hydrogeologists and field representatives who performed the test.

4. Prepare a diagram of equipment used in each aquifer or permeability test (by the
responsible hydrogeologist). Indicate the tubing dimensions, depth of water intake,
and location of gauges and packers. Include the diagram in the data records of each

test.

5. Calibrate gauges, flowmeters, and other instrumentation used and check for proper
operation before use.

6. Obtain copies of calibration documentation from the instrument or testing service

company; maintain calibration records consisting of laboratory measurements, and, if
performed, on-site zero adjustment and/or calibration. Inciude these records in the
project file.
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7. If a weir or an orifice is used to measure flow voiumes or rates, check these devices

on site using a vessel of known volume and a stopwatch. Document accuracy before
testing proceeds. _

8. Install equipment and demonstrate to the hydrogeologist that it is in proper working
' order and performing to specifications before start of pumping test.

9. If past monitoring data indicate that the water does not contain hazardous constituents
or possess characteristics of hazardous waste as defined by the Resource Conservation
and Recovery Act, dispose of water pumped from the well during the aquifer or
permeability test in the general sump and treat it in the FEMP wastewater system.

NOTE

Direct questions about whether water from a certain well
constitutes a hazardous waste to FEMP environmental
compliance personnel. :

10.  Make special storage arrangements prior to removing water that may contain
hazardous waste.

11.  Decontaminate equipment used in boreholes, wells, or piezometers as specified in .
Appendix K prior to use and between each test site.

J.4.6.2 Borehole H lic Testing for ifer istics. The following
procedures apply for determining hydraulic parameters of aquifers using slug tests and
pumping tests. Generaily, the procedures in paragraph J.4.6.1, steps 1 through 9, apply to
both slug tests and aquifer pumping tests. If there are variadons to the following procedures,
they shall be spec1ﬁed in applicabie PSPs.

Slug Tests - Slug tests are a quick and inexpensive method of estimating the hydraulic
conductivity or transmissibility near the screened zone of the well.

1. Use the following equipment to conduct a siug test.
NOTE -

A number of water-level measuring devices may be used for
measuring depth to water in a well. Accurate readings can be
obtained with electric water-level indicators, pressure
transducers, or weighted tapes. Avoid water-level measurement
by the weighted-tape method except when conducting tests of
intervals suspected of having a very low K vaiue. It may be
difficult to obtain enough readings for analysis of the tests if the

Cu00d2




6709

: APPENDIX J
FERNALD ENVIRONMENTAL MANAGEMENT PROJECT Revision 0.3
e QUALITY ASSURANCE PROJECT PLAN o DRAFT 12/01/94
‘ Page 25 of 35

water level recovers quickly in a short period of time.
Water evel inmsuring device
Known volume of slug (solid cylinder or voiume of water added or removed)

that will fit into the well, borehole, or container t& add or remove a known
volume of water

- Timer accurate to one second or a pressure transducer and data-logger

combination

Semi-log graph paper and indelible pen or pencil and paper or verified siug-
test analysis software

2. Record the following information before beginning the test.

Sité identification and well or borehole location

Location and elevation of reference point from which water depth
measurements are made '

Elevation of groundwater with respect to reference point
Date and time of test

Well depth, screen length, riser pipe radius, well screen radius, radius of
gravel pack plus welil screen or borehoie depth and radius

Thickness of groundwater zone to be tested
Volume of slug added or removed
Type of measuring device used

Names of personnel conducting test

3. Determine static water level in well by periodically measuring depth to water for
several minutes and taking average of readings.

NOTE

It is important to remove or add the volumes as quickly as
possible because the analysis assumes that an instantaneous
change in voiume is created in the well.
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Instantaneously introduce or remove a siug of known volume to displace water level.
NOTE

The number of depth/time measurements necessary to complete
~ the test are variable, but it is critical to make as many
measurements as eariy as possible in the test.

Assign time zero to the moment of volume addition/ subtraction, measure, and record
depth to water and time of each reading. Measure depth to the nearest 0.01 foot. |

NOTE

‘Time required for slug test compietion is a function of voiume
of the slug, hydraulic conductivity of the formation, and type of
well compietion. Slug volume shall be large enough that a
sufficient number of water level measurements can be made
before water level returns to equilibrium. Length of test may
range from less than a minute to several hours.

Continue measuring and recording depth/time until water level returns to equilibrium
or, for slowly recovering wells, until a sufficient number of readings have been made
to clearly show a trend on a semi-log plot of time versus depth.

If the FEMP project manager, EPA, and Ohio Environmental Protection Agency
approve addition of water to the monitoring weil, use water from an uncontaminated,
tested source. Transport water in a clean, approved continer.

Decontaminate bailers and measuring devices prior to the test as specified in
Appendix K. :

If tests are performed on more than one monitoring well, avoid cross contamination
of wells by using decontamination procedures specified in Appendix K.

Aquifer Pumping Test - Aquifer pumping tests, commonly referred to as pump tests, are
used to determine hydraulic properties of water-bearing zones. Pump tests influence a larger
area and provide results that are often more representative of the overall aquifer
characteristics than slug tests. Aquifer characteristics that may be obtained from pumping
tests inciude hydraulic conductivity, transmissibility, and specific yield for unconfined
aquifers and storage coefficient for confined aquifers.

Equipment, personnel, and time commitments needed for pumping tests are greater than
those for siug tests. Constant-rate discharge, variable-rate, and injection tests are types that
may be used. Test method and procedures shall be specified in the PSP.
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 Equipment needed for pumping tests inciudes the following items.

NOTE
Pumps are commoniy of the submersible or turbine type and are
sized consistently with expected aquifer conditions. The weil
should be developed prior to testing.

° One or more completed observation well/piezometer hydraulically connected to the
pumped test aquifer and completed to specifications for the particular test

° Orifice, weir, flow meter, container or other type of water measuring device to
accurately measure and monitor discharge from the pumped weil

® Pipe to transport pumped water from pumping well to holding tank or effluent
location

] Valve on discharge pipe to control pumping rate

° Outlet valve near well head for water quality sampling

° Depth-to-water measuring devices for each observation and pumping weil (may

include steel tapes, electric sounding probes, Stevens recorders, or pressure
transducers)
° Thermometer and other necessary water quality equipment -

o Watches capable of reading to the nearest second, stopwatch, or pressure transducers
with data loggers

] A 3-by-5-cycle log and S-cycle semi-log graph paper or appropriate, verified
computer software, and necessary hardware

° Indelible pens or pencils and form for recording times and drawdown measurements
at each weill

° Appropriate references and calculator for field determinations
° Barometer or recording barograph for tests conducted in confined aquifers

The following generai procedure appiies to pumping tests.
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[38]

Prior to the test, monitor water leveis in the observation weil to measure diurnai
fluctuations. (Number of welis and the monitoring period shall be specified in PSPs.)

Record the following information during the test.

° Identification numoers or locations of pumped weil and each observation weli
° Location and elevaton of each weil
° Location and elevation of reference point from which water depth

measurements are made and elevaton of ground surface with respect to the
reference point

L] Weather conditions
[ Method of measurement

o Date and time of test

° Well depth, pump depth, screen length, well radius, and radius of filter pack

plus well screen for each weil
Calibrate measuring equipment used for pumping tests before use.

Maintain calibration records that consist of laboratory measurements and on-site zero
adjustment and/or calibration performed.

File copies of calibration documentaton with test records.

When a weir or an orifice is used to measure flow rates, check it on site with a
container of measured volume and stopwatch. Verify the accuracy of the meters
before proceeding with the test. Check meters hourly during the test, and document
each check. :

Record changes in barometric pressure during the test, preferably with an on-site

- barograph, to correct water levels for fluctuations that may occur as a resuit of

changing atmospheric conditions.

Measure water levels to provide data required to meet test requirements. Early in the

test, ensure that sufficient personnel are available to coilect at least ten measurements
per log cycle (i.e., 1-to-10 and 10-to-100 minutes) at each selected observation well,
or install a pressure transducer and data logger at each well to coilect the data at the

given frequency.
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9. Measure water level recovery after pumping stops to verify resuits obtained during
h drawdown portion of the test. Measure recovering water ievels in the pumped weil
and in observation wells for a period of time immediately following cessation of
pumping.

10.  Perform monitoring during recovery period as specified in PSP.

J.4.7 Well Maintenance

It is important to maintain groundwater monitoring wells in order to extend the life of the
wells and provide representative levels and sampies of groundwater surrounding the welis.
The following aspects of well maintenance shall be addressed.

o Well evaluation

o Redevelopment

o Maintenance check lists

° Well head protection

shall comply with applicable regulatory and site requirements.

J.4.7.1 Well Evaluation. Existing groundwater monitoring weils shall be evalﬁaxed for
the ability to provide representative samples and may include the following activities.

° On-site inspections

° Review of existing well installation documentation

° ‘Review of well history (whether it produced consistently clear or turbid sampies).
(Wells with irreconciiable turbidity or lacking information on design and construction
may be abandoned under circumstances described in paragraph J.4.3.4.)

o Review of groimdwater sampiing field records

L Down-the-hole camera inspections
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. Review of other sources of information that may be applimble to a specific well

Review of the hydraulic characteristics of the aquner adjacent to the well that shall
include pump and slug tests to determine the following.

o Pump Tests - for aquifer characteristics, degree of hydraulic interconnection
between different water-bearing units, and recharge rates

e Slug Tests - for in-situ hydraulic conductivity of low-permeability formations
through addition or removal of an inert solid of known volume

J.4.72 Well Inspection and Repair. The following procedure shall be conducted at each
well as applicable to that specific well.

1.

2.

Ensure that guard posts are in good repair.
Inspect ground surrounding well for the following conditions and repair as required.

° Ground must be free of depressions and channels that allow surface water to
collect and flow towards well head.

o Surrounding area must be clean of debris and foreign material that could leach
contaminates into subsurface or otherwise interfere with weil
sampling.

Inspect locking lids for the following conditions and repair or replace as appiicable.

L Lid must open with minimali effort.

e Eyelets on lid and protective casing must align for easy removal of padiock.

° Ensure integrity of hinge and seal on lids, which must also serve as sanitary
seal. :

®  Padlocks must be free of accumuiated debris within key siot and loclcmg
mechanism.

L Padlocks must 6perate freely.

Padlocks must be installed with key-siot down to prevent rainwater from
entering locking mechanism.

Inspect the well caps for the following conditions and repair or replace them as
applicable.
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° Cap must be free of spider and insect debris, moids. fungi, or anything that
could affect representativeness of water sampies.

° Above-ground caps must fit secureiy and vent hole must be clear.
° Ground-flush caps must be water-tight to prevént surface water from enfering
well.

5. . Inspect protective casing for the following conditions and repair or repiace it as
* appiicable.

0 Structural integrity - Casing must be free of corrosion and cracks.
) Casing must be reasonably piumb with ground surface.
L Paint must be bright orange.

° Well identification number must be painted in white or weided to the top of
lid. '

° Drain hole must be clear allowing water caught between protective casing and
well casing to escape.

® Structurally sound concrete surface seal and pad around protective casing must
be free of voids, cracks, and depressions where it contacts ground surface .

6. Inspect weil casing for the following conditions and repair as required.
X Casing must be free of spider or insect debris.
®  Sharp edges - recondition edges as required.

L Grout between well and protective casings must be free of cracks and
structurally intact.

7. Inspect well and welil records for the following conditions and remedy as appropriate.
a. Well development and size of screen openings causing sediment accumulation
at bottom of well - remove sediment that significandy affects well
performance.
- NOTE

For wells less than 25 feet deep, sediment may be
removed using a centrifugal pump with an intake
h.ose to suck sediment from well bottom. For
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deeper wells, a bailer or hose with a foot vaive
are suggested for sediment removai.
b. Accumulation of chemical, physical, or biological incrustation on weil screens.

Remove incrustation or repiace screen as appropriate. Do not use chemicals to
remove incrustation.

Evaluate wells for reduced yleld by comparing present yield to instaliation data,
prevmus yield, and past pumping tests.

- Inspect wells for blockage caused by sampling equipment lodged in well (e.g., purge

pumps and bailers). Evaluate removai of such equipment on an individual basis.

Prior 1o performing maintenance at a designated location, deveiop a PSP that provides
the following informanon. :

° Scope of maintenance activity

o Work schedule and compietion date

e  Manpower and materials required

° Decontamination procedures and other measures to ensure well integrity

o Decontamination procedures (Section 5) required for equipment that may enter
the well casing or otherwise contaminate the well.

® Required documentation of field acuvides as follows:

o Daily log (paragraph J.4.1) submitted to the FEMP within one day of
_task conclusion

o Weekly progress reports including photocopies of log entries

o Well abandonment report documenting compiiance with applicable EPA
and Ohio Environmental Protection Agency regulations and FEMP
Sitewide CERCLA Quality Assurance Project Plan

o Final report in specified format documenting evaiuation and
maintenance activities and addressing plan objectives
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. |

YOLUME OF WATER USED OURING DRRLLING ' CASING MATERIAL: ORILLING CARING DMMETER: l
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Form J-2. Example Well Completion Log
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. Well casing diameter from well construction diagram
° Calculated well volume \
° Actual volume removed during purging and maximum rate of purge

e Estimated depth to pump intake at start and finish of pumping

6. If cleaning solvents or internal combustion engines are used at a site when a well is open,
place them downwind of the well or far enough away that fumes are diluted beyond the
detection limit of a calibrated Photo-Ionization Detector (PID) or Flame-Ionization
Detector (FID). Locate the sampling vehicle downwind of the well.

7. Measure depth to groundwater in the well as specified in paragraph K.4.2.1. Measure
total depth of monitoring well to the near 01 f tal P
Agency, 1986a) and compare it to well

8. Compare total depth measurement to depth indicated il to
d if silting into the screened portion of the we
or silting is discovered, immediately refer the matter to the FEMP project

manager for resolution. Document the resolution.

¢
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/

10.  Upon purge completion:
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13.

14.

15.

16.

17.

18.

-Page 22.1 of 95
NOTE

A well in the Great Miami Aquifer is generally considered dry or having potential
well bore damage if it does not recover sufficiently within 24-48 hours after
development begins or if it does not yield a complete sample within 24 hours
after purging. Due to relatively lower permeability of, or water supply in,

perched water intervals of the overlying glacial till, full development may require
several days or longer.

Do not take samples from dry wells. Document well condition on field log.

Evacuate monitoring well if it can be pumped or bailed dry and allow it to recover prior
to sample withdrawal. The evacuation rate shall be low enough to prevent excessive
agitation of recharge water (U.S. Environmental Protection Agency, 1986a) based on
hydraulic characteristics of the well. Avoid excessive pumping that can cause samples
to be non-representative. :

a monitoring well prior to sampie collection,
lower pump intake to a depth of five to ten feet below water level in the casing but above
well screen where possible. Initially purge well from this depth so that fresh water from
screened interval will move upward through casing and completely flush well. Ensure
that pumping rate is low enough to prevent significant agitation and that it is less than
maximum pumping rate used during monitoring-well development.

If pumping of air (caused by excessive drawdown of the well water level) occurs, reduce
pumping rate. If it continues, lower pump intake five to ten feet within the well if
possible and reduce pumping rate further to prevent excessive drawdown.

CAUTION
Do not allow release of any evacuated water to the
environment. .
Collect water produced during ., " . of monitoring wells in appropriate containers.

Collect excess water generated. ~ g sampling of monitoring wells in appropriate
containers. , :

rd
Retain evacuated water (if free of constituents classified as RCRA hazardous waste based
on past sampling data) in appropriate containers until disposal into the FEMP general
sump.

0uG04&?




:“ ' Mmmﬁ?og

FERNALD ENVIRONMENTAL MANAGEMENT PROJECT Revision 0.3

¢ QUALITY ASSURANCE PROJECT PLAN o _ DRAFT 12/01/94
: Page 93 of 95

Appel, Charles A., et.al. 1980. National Handbook of Recommended Methods for Water-
Data Acquisition. Chapter 2. Ground Water. U.S. Geological Survey, Work Group 2 on
Ground Water, Reston, VA.

Brown, Eugene, M.W. Skougstad, and M.J. Fishman. 1970. U.S. Geological Survey
Techniques of Water Resources Investigations. Book 5, Chapter A-1. Methods for collection

and analysis of water sampies for dissolved minerals and gases.

Code of Federal Reguiations, Title 40, Part 61. National Emission Standards for Hazardous Air
Pollutants. November 7, 1985, as amended. ‘

Code of Federal Regulations, Title 40, Part 136. Guidelines Establishin
the Anaiysis of Pollutants. July 1, 1989. S

Code of Federal Reguiations, Title 40, Part 270. EPA_Administered Permit Programs: - The
Hazardous Waste Permit Program. April 1, 1983, as amended.

Code of Federal Regulations, Title 49, Chapter 1, Research and Special Programs of
Administration, Department of Transportation. Subchapter C. Parts 171 through 177.
"Hazardous Material Regulation”. as amended. '

Davis, John C. 1973. Stafistics and Data Analysis in Geology. .Iohn Wiley & Sons, New
York, NY.

Gibbons, R.D. 1990. "A general statistical procedure for ground-water detection monitoring
at waste disposal facilities". Ground Water. Volume 28, pp. 235-243.

Gilbert, R.O. 1987. Statistical Methods for Envzronmental Pollution Monitoring. 320 pp,
Van Nostrand Reinhold, New York, NY.

Goldsmith, W.A., et.al. 1982. RASCA Procedures Manual. Procedure Number 13.11,
revision 8. "Radon Flux Measurements'. ORNL-6000, September 1982.

Instructon Manual for Orion 407A Specific Ion Meter.

Korte, Nic, and Peter Kearl. 1984. Procedures forthe Collection and Preservation of Ground

Water and Surface Water Sampies and for the Installation of Monitoring Wells. Document
GI/TMC-09, prepared for the U.S. Depamtment of Energy by Bendix Field Engineering '
Corporation under Contract' DE-AC07-76GJ-1664. | CUGOAS




. | 6709

d
s

: o Appeadix K

FERNALD ENVIRONMENTAL MANAGEMENT PROJECT Revision 0.3

- @ QUALITY ASSURANCE PROJECT FLAN e DRAFT 12/01/94
- Page 94 of 95

Krumbein, W.C., and Franklin A. Graybill. 1965. An Introduction to Statistical Models in
Geology. McGraw-Hill Book Company, New York, NY.

Langmuir, D. 1971. Procedures in Sedimentary Petrology. "Eh-pH determination”, pp 597-
634, ed. R. E. Carver, John Wiley, New York, NY.

Manigoid, Douglas, et.al. 1982. National Handbook of Recommended Methods of Water-Data

Agquisition. Chapter 5, mical and Physical Quality of Water and Sediment. U.S. Geological
Survey,Work Group 5 on Chemical and Physical Quality of Water. Reston, VA.

Ohio Administrative Code 3745-50. Hazardous Waste Rules - General Provisions. November
24, 1981, as amended.

Ohio Environmental Protection Agency. 1976. Manual of Sampling, Analytical, and
Reporting Procedures for Wastewater. revised.

~ Orion Research Incorporated. 1983. Instruction Manual Platinum Redox Electrodes. Form
IM9778/7801, 13 pp., Orion Research Incorporated, Boston, MA. ,

Skougstad, M.W., M.J. Fishman, L.C. Friedman, D.E. Erdmann, and S.S. Duncan, (eds.),
1979. "Methods for Determination of Inorganic Substances in Water and Fluvial Sediments:
Techniques of Water - Resources Investigations of the U.S. Geological Survey". Book 3,
Chapter Al, pp 626. ’

Standard Method for Penetration Test and Spiit Barrel Sampling of Soils. pp 232 -236.

Standard Practice for Thin-Walled Tube Sampling of Soils. pp 237 - 239. '

Stolzenburg, Thomas R., Ph.D., and David G. Nichols. 1986. "Effects of Filtration Method
and Sampiing Devices on Inorganic Chemistry of Sampled Well Water". Proceedings of the
Sixth National Symposium and Exposition on Aquifer Restoration and Ground Water
Monitoring, National Water Well Association. Columbus, OH. May 19-22, 1986.

Terradex Corporation. Instruction for Track-Etch® Type F Radon Detectors. Walnut Creek,
CA.

U.S. Department of Energy. 1988. Remedial Investigation and Feasibility Study, Feed
Materials Production Center, Fernald Ohio, Work Plan. revision 3 and amendments. prepared
by Advanced Sciences, Inc., for Department of Energy, Oak Ridge Operatons.

U.S. Department of Energy. Department of Energy Order 5400.1. 1988. General
Environmental Protection Program. November 9. 1988, as amended.

CUOOAD




1 | o 6709

3 Appendix K
FERNALD ENVIRONMENTAL MANAGEMENT PROJECT Revision 0.3
¢ QUALITY ASSURANCE PROJECT PLAN ¢ DRAFT 12/01/94

Page 94.1 of 95
\1

" U.S. Department of Energy. Department of energy Order 5480.11. 1988. Radiation Protection
for Occupational Workers. December 21, 1988, as amended. -

U.S. Depantment of Energy. Department of Energy Order 5400.5. 1990. Radiation Protection
of the Public and Environment. February 8, 1990, as amended.

U.S. Environmental Protection Agency. 1983. Methods for Chemical Analysis of Water and

Wastes. EPA-600/4-79-020, 460 pp. U.S. Environmental Protection Agency, Environmental
Monitoring and Support Laboratory, Office of Research Development, Cincinnati, OH.

ouGoS0




